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ich humanity facing is increasing,

floods, storms, wars are making the headlines of the news
everyday. To coap with disasters, relief organizations are fighting
{ohelp victims of these disasters, the most needed for reliefin theses
is the first thing the people
et on they are under any disaster there are three (3 ) stages
in meeting the need for shelter and accomodation in big disasters.

1 - disasters happen without any notice, 5o when they happen, small
tents are required to meet the need of biggest numbers possible of the
victims in short time , as small tents can be easily transferred to disaster
area and easily erected

2-when the effected people are in small tents for some days, they will
require more reliable shelters to feel more safe and more comfortable, in
this stage, it is recommended to use strong tents like aluminium pvc
tents, which can be erected within a week time from the disaster date

3-ifthe effected people needs to stay a long time, like month, itis
recommended to provide movable modular houses, which can be used
for accomodations, schools, hospitals, offices, etc

As Al Senidi company is one of the leading relief supplies company in
world, it has all the 3 basic stages for solving the problems of shelters
and acomodations for effected people in the disasters. Al as high
quality of relieif small and big tents, German alumunium pvc tents, and
modular houses plus to the basic needs for the effected people such as
blankets, water jerry cans, pvc water containers etc.

To control the quality and secure the supply on time, Al Senidi has
established very efficient and advanced factories to produce all these
basic items, we have 2 factories to produce relief tents, one factory to
produce alumunium pv tents and one factory to produce quick
aluminum house.

Letalone, our sirategy to keep things ready, we have the biggest good
stock of relief items in the world, such as relief tents, pvc tents, movable
houses, blankets, water containers, etc.

We welcome the relief organizations worldwide to visit our factories and
have a look on our production lines and check the quality and exchange
views.

Chairman:Humoud S Al Senidi
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o Features and Advantag s - -
Tightly airproof, heat Insulated and preservation, waterproof, resistant to fire and moisfure - =
proof; e %
Easy assembly and disassembly; flexible layout, green and environmental friendly: & &
Beautiful in design and structure; color-coated steel sheet used in and out of the house: good sec tior
appearance an g0 sty DGelevotion
d effectiveness; the trade-off between design and color.
Over 10year's life span by normal use; space-saving for containershipping; o
repeatable and recycled; -
Material and labor extremely cost-efficient. 2
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P rOd u CtS | Family Houisé|

« Specification: « Available Dimension:
MT*nT*uH (1T=1150mm, 1H=1000mm, NS27 , One storey=3H)

Wall Pal Color-coated steel sandwich panel made of double-sided steel sheets and the
middle layer of (EPS) foam or U) foam, Steel Sheet: Prefabricated House with Flat Roof from Senidi
0.326mm thickness, EPS or PU foam: 50mm thickness, density: 14kg /m3. Height
i . i Length
COLOR-BOND STEEL PANEL Setlesio Width tl One Storey Two Storey
POLYSTYRENE OR POLYURETHANE 1 3T NT 3H 6H
2 4T NT 3H 6H
3 4.5T NT 3H 6H
| 3950(1150) | 4 5.0T NT 3H 6H
COLOR-BOND STEEL PANEL 5 5.5T NT 3H 6H
Roof Panel: Color-coated steel sandwich panel made of corrugated double-sided steel sheets 6 6% NF: aH &H

and the middle layer of (EPS) foam or U) foam, steel
sheet: 0.426mm thickness(exterior);0.326mm thickness (Interior); EPS or PU foam: 75mm
thickness and density: 14kg /m3. The rain water is evacuated by rain gutter.

COLOR-BOND PANEL.

1 =]
= COLOR-BOND PANEL

Door: Aluminum alloy and col d steel sandwich ite board as wall
panel.
Window: Aluminum alloy framed window with sliding glass. . .
Main material specification list: As listed in the attached file “Main Material Specification for < Application:
prefabricated house with flat roof". ® Refugee camps, ion and mining i sites in town and remote
locations)
. . * and disaster
<« Technical Parameter: e |
# Humanitarian disasters(housing camps)
# Live and Dead load capacity of Roofing: 0.5-0.7KN/m2(50Kg-70Kg/ m2) # Areas with desperate needs for instant and cost-effective shelters
# External wall heat (i # Medical units
# Main skeleton(Base-plate or Floor plate Load Capacity): 1.5-2.0KN/m2(150Kg-200Kg/ m2) ® Military units
# Wind resistance: Grade 11(wind speeds111.5km/h) Earthquake resistance: Grade 7 ® Temporary accommodation

# Floor Plan # Office/Administration space



® Features and Advantage:

The standard container for various purposes is suitable for international container transport. It

is of appropriate external dimensions and has connections for lifting and fixing or
compounding

The containeris designed as a light construction consisting of floor and roof frames and comer profiles
The construction enables ofindividual containers in and

n
directions without limits. It also enables compounding of containers in 2 floors or 3 floors in height
The wainscots of the container are made of sandwich panels and offer pleasant climate in the
interior due to their building and physical properties.

Materials used are environmental friendly.

P roducts ciassiss

PrOd ucII'SIMovabIe House|

® Features and Advantage:
T\ghl’ly airproof, heat insulated and preservation, waterproof, resistant to fire and moisture
proo

Easy assembly and disassembly, flexible layout, green and environmental friendly:

sign and structure; color-coated steel sheet used in and out of the house; good
n

he trade-off between design and color

Over 10 year's life span by normal use; space-saving for containershipping
repeatable and recycled;

Material and labor extremely cost-efficient
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® Features and Advantage:

eatinsulated and preservation, waterproof, resistant to fire and moisture

Easy assembly and disassembly, flexible layout, green and environmental friendly
ign and structure; color-coated steel sheet used in and out of t

ntainershipping
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« Specification: <« Available Dimension:
Wall Panel: Color-coated steel sandwich panel made of double-sided steel sheets and the MT*nT*uH (1T=1150mm, 1H=1000mm, NS27 , One storey=3H)
middle layer of (EPS) foam or U) foam, Steel Sheet: Prefabricated House with Flat Roof from Senidi
0.326mm thickness, EPS or PU foam: 50mm thickness, density: 14kg /m3. Hlaht
Series No. Width Length
COLORBOND STEEL PANEL ¢ One Storey | Two Storey
POLYSTYRENE OR POLYURETHANE 1 31T NT 3H 6H
2 4T NT 3H 6H
3 4.5T NT 3H 6H
| 950(1150) | 4 5.0T NT 3H 6H
COLORBOND STEEL PANEL G et — = o
Roof Panel: Color-coated steel sandwich panel made of corrugated double-sided steel sheets 6 6% NF: Elad SH

and the middle layer of expanded polystyrene (EPS) foam or polyurethane(PU) foam, steel
sheet: 0.426mm thickness (exterior);0.326mm thickness (Interior); EPS or PU foam: 75mm
thickness and density: 14kg /m3. The rain water is evacuated by rain gutter.

i COLOR-BOND PANEL.

| 1 Iis
= COLOR-BOND PANEL.

Door: Aluminum alloy and col d steel sandwich ite board as wall
panel.

Window: Aluminum alloy framed window with sliding glass.
Main material specification list: As listed in the attached file “Main Material Specification for

prefabricated house with flat roof". < Application:
# Refugee camps, ion and mining i ion sites in town and remote.
. locations)
« Technical Parameter: . Shidisatibe 5
# Live and Dead load capacity of Roofing: 0.5-0.7KN/m2(50Kg-70Kg/ m2) # Humanitarian disasters(housing camps)
4 External wall heat issi i 0. # Areas with desperate needs for instant and cost-effective shelters
4 Main skeleton(Base-plate or Floor plate Load Capacity): 1.5-2.0KN/m2(150Kg-200Kg/ m2) 4 Medical units
# Wind resistance: Grade 11(wind speeds111.5km/h) Earthquake resistance: Grade 7 4 Military units
# Floor Plan 4 Temporary accommodation

# Office/Administration space
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PrOd UCtSI Quick Aluminum

(Forsxsm)
# Wallheight: 2meters

* 2.2mto2

=
S

S

S

3 s

1 S

1 S

2 S

2 s

1| Rk 8 S
2 BoaRD 2 POS

« Specification Of Quick Aluminum House:

(For&x6m)
# Wallheight: 2meters

* 2mto2.3m

# Centralheight: 3.1 meters

# Sandwish thickness: 5cms (fireproof, waterproof)
# Aluminum frame: 3mm (base and roof)

# Aluminum frame: 2.5mm (side pillars)

# Windows: 60x90cms-4 sets

# Dooraluminum: 80*200cms

# Electrical connections

 Weight: 1222kgs

o Packing Bags:
# Sandwish: 18 packing bags

# Accessories: 4 bags

# Cartoon: 1 (electrical bulbs)

@

PrOd U C.IISI Quick PVC Tent

© Sizes available:
6mx6m 8m x8m 10m x 20m
20m x40m 16m x 52m 20m x 60m
40m x 100m And made as per demand

# Uy resistance/fire retard
# 100% water proof

# Flexible and easy to fabricate

# Wind load acc. to DIN 4112
4 Min. length 10,00 m

o PVC Specification:

# Produce by verseidag (Germany)

# Resist stains and easy to clean

# Centralheight: 3.1 meters

# Sandwish: 5cms (fireproof and waterproof)

# Aluminum: 5cms (roofand stand)

# Windows: 2 sets(60x60cms) 2 sets(60x90cms)

# Door: (80x190cms)-aluminum

# Electrical connections

. kitchen, 1409gs
# Accessories, toilet, kitchen partition weight: 150kgs

eightof

# Aluminum: 7 packing bags (including door)
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VERSEIDAG

COATING AND COMPOSITE

# Pvdf top coat option to withstand harsh environment

o Load Requirements/Technical Data:






